SPECIFICATIONS

Current Rating: 0.3A 50V DC

Contact Resistance: 100mQ Max.

Insulation Resistance: 100MQ Min.
Dielectric Voltage: 500V AC for one minute
Operation Temperature: -16°C to +60°C
Drive Force: 250gf + 100gf
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Amtek Technology Co., Ltd.

Recommended PCB Layout v
(PCB TOLERANCE %0.1)
9 |CONTACT CLIP PBS C5210R-EH 2 | Ag PLATED
8 |FRAME STEEL STRIP 1 | Ni PLATED
7 |BASE PHENOLIC RESIN 1 | NATURAL
6 | TERMINAL BRASS STRIP 6 | Ag PLATED
5 |SPRING PIATE PBS STRIP 1 | Ni PLATED
4 | CAM STICK PBS WIRE 1 | Ni PLATED
3 | SPRING STEEL WIRE 1 | Ni PLATED
2 |BLOCK STEEL STRIP 1 | Ni PLATED
1 | KNOB LCP 1 | BLACK
NO. PARTS MATERIALS Q'TY FINISHING
&xl ECN NO.: 180816, revise the color: N: Natural -> B: Black. Gary 2018/10/15
REV. ECN NO. OR DESCRIPTION REVISED DATE

TEL: 886-2-2260-6878

FAX: 886-2-2260-8030
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