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1.0 Crimp Pin Female
PART No.:DBC-FT-L

PART No.:DBC-MT-L
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Order Information

◎B :B lack Insu la to r   

D C - XX XB X -X X

L:R oH S  + P B T◎A :N on  accessories
B :F ront Rive t #  4 -40 He ight=4.0

L

N o. o f ContactsM :M ale
F :Fem ale

C :Front Rive t M 3  He igh t=4.0
D :R ear Rive t 4 -40 He ight=4.0

◎N :N icke l She ll
T :T in  S he ll

E :R ear Rive t M 3 Height=4.0

◎B :B lack Insu la to r   

D E - XX XB X -X X

L:R oH S  + P B T

◎N :N icke l She ll

◎A :N on  Accessories

X L

N o. o f ContactsM :M ale
F :Fem ale D :R ear Rive t #4-40,he igh t=4.0

F :R ear Rive t Board lock
G :R ear Rive t Board lock  +  ScrewT :T in  S he ll

H /I

 F ill in  D im ens ion For
S pecia l D es ign

I:R ear Rive t #4-40 He igh t=4.0  +  Screw

Order Information
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Recommended PCB Layout
(PCB TOLERANCE ±0.05)

Specifications
Current Rate:3 AMP
Insulation Resistance:1000MΩ Min.
Contact Resistance:20mΩ Max.
Dielectric Voltage:500V AC for one minute

Material

◎

Operation Temperature:-55°C to +105°C

Insulator:Polyester,UL 94V-0
Standard:PBT

Terminal:Copper Alloy.

Specifications
Current Rate:3 AMP
Insulation Resistance:1000MΩ Min.
Contact Resistance:20mΩ Max.
Dielectric Voltage:500V AC for one minute

Material

◎

Operation Temperature:-55°C to +105°C

Insulator:Polyester,UL 94V-0
Standard:PBT

Terminal:Copper Alloy.

◎S :S e lec tive
S F:Se lective  15u"
S D:Se lective  30u"

D-SUB Crimp Type

D-SUB Elevated Dip Type

Type See Page 5-1


