Specifications

Current Rate:3 AMP

Insulation Resistance:1000MQ Min.
Contact Resistance:20m<Q Max.

. D-SUB Slim SMT Right Angle Type

Material

Insulator:Polyester,UL 94V-0
© Standard:Nylon 6T
Terminal:Copper Alloy

Dielectric Voltage:500V AC for one minute

Operation Temperature:-55°C to +105°C
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Order Information
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Recommended 25PIN PCB Layout
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C:Rivet & Jack Screw Attached

U:Blue Insulator

SD:Selective 30u"

D:Rear & Jack Screw Insert

G:Green Insulator

1:Fork Grounding

. D-SUB Slim Right Angle Type

U:R0OHS + Nylon 6T

Specifications Material
Current Rate:3 AMP Insulator:Polyester,UL 94V-0
Insulation Resistance:1000MQ Min. © Standard:PBT
Contact Resistance:20m€ Max. Terminal:Copper Alloy
Dielectric Voltage:500V AC for one minute
Operation Temperature:-55°C to +105°C
No. of Contacts Dim. A Dim. B Dim. C Dim. D Dim. E
9(Male) 30.81 24.99 16.92 14.00 0.30
9(Female) 30.81 24.99 16.33 16.00 0.60
15 39.14 33.32 24.66 25.64 0.60
25 53.04 47.04 38.38 39.54 0.60
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Order Information
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Recommended PCB Layout
(PCB TOLERANCE #0.05)

Male 9 Pin E = 0.30
Female 9 Pin E = 0.60
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No. of Contacts
(Male:9 Pin)

M:Male
F:Female

(Female:9,15 ZEPm

©S:Selective ©B:Black Insulator

©B:Rivet

SA:Selective 5u"

C:Rivet & Jack Screw Attached

U:Blue Insulator

Type See Page 5-1

SB:Selective 10u"

D:Rear & Jack Screw Insert

G:Green Insulator

1:Fork Grounding
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L:ROHS + PBT
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